Vigor 318 USB ADSL Modem
Quick Installation Guide

Welcome to join broadband Internet world. This Quick Installation Guide will
instruct you how to install the Vigor318 USB ADSL Modem. For more
information, please refer the ‘Install Wizard Help’ file on CD-ROM. It will
show you ADSL knowledge and how to monitor/control this device.

Make sure Vigor318 is not connected to the PC/Mac before starting the
installation.



Windows OS ( 98/Me/2000/XP )
1. Insert the Vigor318 CD into your computer’s CD driver.
2. Select “Install Vigor318”

3. At the “Install the DSL Device” window, select and click Next.

Yigoxr318 D31 Wizard E'
Install the DSL Device

The wizard can install and configure vour DSL Device.

Before continuing, close any open programs. Choose the tustall option below and
then click Next to continue.

{* Inztall the DEL Device.

4. Select DSL provider and go to step 9 . If you can not find your local DSL
provider in the selection item, click Advanced and follow the steps 5-8 to
configure DSL settings manually.

Vigor318 DSL Wizard x|

Install
The wizard will ingtall the DSL Device.

Select your zervice provider. Click Mest to continue.

DEL Provider:

BT ADEL Have File
Hinet AD3L

Wigor?18 DEL Advanced

_ HeweFik |
Help
Conmecton Name:
_ Advaed|

<Back |0 Wewt: i Cancel




5. Select Protocol and click Next.
( This information should be provided from your DSL provider. )

Yigor?18 DSL. Wizard
HNetwork Protocol Mode

Pleaze choose the netwark, protocol required by your DSL provider.

x]

Belect the network protocol that will be veed to establish an end-to-end. conmnection betwesn
wour cormputer and. vour Interet service provider.

¢ PPP over ATM YCMUE (RFC2364)

(" PP over ATM LLC (RRC2364)

(" Bridged IF over ATM LLCENAF (RFC1483)
(" Routed IF over 4TM LLCENAP (REC”1483)
(" Bridged IF over ATM YCMUE (RFC1483)
(7 Classical IP over ATM (RFC157T)

(" PP over Ethernet VEMTE (RFC2516)

(" PPP over Ethernet LLCENAP (REC2516)

Cancel

6. Select the modulation type and click Next.
( This information should be provided from your DSL provider. )

¥izor318 DSL Wizard
Modulation Type

Fleaze choose the modulation type required by your DSL provider.

x]

Select the DEL modulation that will be uged to establish an end-to-end connection betwesn
your computer and vour Intemet service provider.

{* Automatic, ITU G dmt or & lite preferred
™ Automatic, ANST T1.413 2 prefered
" ITU (@3 dint or 3 Lite)
 ANSTT141242
™ G.dmt only

(™ 3 lite only

Cancel




7. Input VPI/VCI and click Next.

8.

( This information should be provided from your DSL provider. )

¥igor318 D3I Wizard

YPI and ¥CI
Fleaze choose the WPl and YCl required by your DSL provider.

Select the VEI (Virtual Path Identifier) that identifies the path for several Virtoal Channels.
Select the VT (Virtual Cirenit Identitier) that twpically correspond s to & port or application
fie. a PPP zesson).

W 0
VI 33

Cancel

x]

a. For PPP protocol : Key in ‘User Name’ , ‘Password’ and click Next.

¥igor318 D51 Wizard PX
User Name and Password

The uzer name and password uged to make a dial-up connection,

Enter wonr ser name and password .

Tser Hame |Tm??921

Pazpwaord |"““""“"c

Confirm Passward |4+

< Back

Cancel




b. For bridged/routed protocol : select IP assighed method and key in ‘IP address’
and ‘Subnet mask’ if needed. Then click Next.

¥igor318 D3I Wizard

IP Address
Fleaze choose the P Address required by your DSL provider.

What Internet Protocol (JP) address do wow n’?

v Automatically azsgned b oo Internet provider.
" Alwaws uge the following:

IP address: |

Bubnet mazgk: |

Cancel

Yigor318 DSL Wizard

Defanlt Gateway
Please enter the default gateway required by vour DSL provider.

WWhat default gatewayr address do wou vee?

Defanlt Gatewayr:

Cancel




9. Click Next.

Yigor318 DSL Wizard

Install
The wizard will install the DSL Device.

Select your service provider. Click Mest to continue.

DEL Provider:
BT LDEL Have Fila
Hinet ADEL
Help
Commecton Name:
Vigor318 DEL Advanced

Cancel |

10. Check if the DSL settings are correct or not. If yes, click Next, otherwise, click Back
and configure it manuall. ( Steps 4-8 )

¥igor?18 DSL Wizard
Setop Summary

Please werify the zettings and then click Mext > to continue ar < Back to change.

DEL Provider Hinet ADSL
Network Frotocol  PPP over Ethernet LLCENAP (RFC2516)
YPI 0
VI o 33
PCE  Line Fate
Modulation Tvpe  Automatie, ITT & dmt or G lite preferced

Cancel




11. After the files are copied to the computer, it will ask you to connect Vigor318 to PC. At
this time, connect the unit to your computer.

izor318 DSL Wizard [ﬁj
Set up the DSL Device

I DSL Device W
mi

: Plug in vour DSL Device now.

Press the Cancel button to stop the installation,

Dray ek
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11. Once Vigor318 is installed, an icon appears on the taskar and following window
appears :

¥igor318 D3I Wizard

Completing the DSL Wizard

Setop of the DEL Device 13 now conmpleted .

To exit the wizard, click Finizh.




12. Connect to Internet.
a. For PPP protocol : Double-click Vigor318 DSL icon on desktop of Windows.

Vigors18 DEL

The following windows appear, click connect.

- L Conmect To ilﬁl
Lﬁ& |vigur:ﬂ BDSL =l

Uszer name: IT':"I 73zl

FPaszward: Im

v Save pacswaord

[T Connect automatically

Phare numbar |u1:|:|uu:|u

Ciialieag From |Ile-.-- Lozation j [MialPropertize.. I

Connect Froperlies I Cancel I

b. For bridged/routed protocol : It will connect to Internet automatically.

13. Check Vigor318 Status.
Double-click Vigor318 Control Panel icon on desktop of Windows.




The following windows will appear, You can monitor connection status, link statistics and
protocol setup.

DrayTek ¥Yigor3l8 USE ATMIADSL Adapter

AAL Link Statisies | Comnection | LineSetop | Protocol Setop
General | Greneral | ATM Link Statisties
—ADEL Line Information
ADSL ATM AAL Rate
Eeceve A @ @ 0 kbitss WL =10
Transrrdt | Q@ @ @ O khitss VI =33
~Line Statos

Attempting o Actvate Line

—Call 3tatuz ADEL Modulation

Idle ’V Tnd efined
— Encapsulation Mode

PPF over Ethemet LLCEN AP (RFC2516)

I‘ DmyTek ‘I Diriver S/W Version: 28072 099 085 000
.37

k. | Cancel | Apply Help




Mac 0S (0S 9/0S X))

Install Driver

1. Insert the Vigor318 CD into your computer’s CD driver.
2. Select suitable driver and install it for your OS.

i Instali USE AOSL

S itemz, S5 5 ME-avallable

inmtall uninstall

. |

Compone nts

3. After installation and the computer has restarted, connect Vigor318 to your MAC.

4. Configure TCP/IP device to Vigor318 and select DHCP Server for assigning IP
automatically.

For Mac OS 9 :

I=———————T1P/IP=—H
Conneot via: [ USE sDEL il
— Setup
Configura: l Uzing BHEP Sarver ij
CHCF Cliert IL: | |

IF dddresz: < will be supplied by sorvee =
Subnet mask: < owill be supplied b server

Fouter address. < il De supplied Dyt server #

Search domaing

Marie serwer addr.: < owill be supplied b sarvee =




For Max OS X :

88 c Metwark =
C | 3 T —
« =A@ 3
Show Al Displays Sound Meotwork Stirtug Disk
Location: | Automatic ﬂ
Show: [ Ethernet Adaptorenz) T
Freerie ¥ perok | appleTallc | Proxies |
| Caonfigure: | Using DHCP e
Domaln Mame 5ervers (Optional)
P Addres s
(Frovided by DHCF Serverh
Subnet Mask:
Router: Search Domains (O rhon al)

DHCP Client 1D:
iptanal

Examphe: apple.com, earthiink ner
Ethernet Address: 00:30:cd:00:05:21

@I Click the lock to prewent further changes. r.-_ Apply Now

Configure DSL parameters

5. Open WWW browser and key in http://10.0.0.2. The following window will appear
requesting you to key in ‘User ID’ and ‘Password’.

Default value : User ID : admin
Password : epicrouter

Connect to "10.0.0.27 as:

User 1D: admin

Password: --------ni

" | Remember Password f: Cancel :,1 (— ﬂ!(—)




6. After authentication, enter Configuration -> WAN. Key in the following DSL parameters
and press Submit.
DSL Parameters :
a. For PPP protocol : VPI/VCI, encapsulation, username, password.

b. For bridged/routed protocol : VPI/VCI, Enable DHCP client to get IP from ISP /

Gateway IP address or set static IP Address / Subnet

Mask / Gateway IP Address manually.

eoe (@) DrayTek - USB Endpoint =)
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;|| DrayTek
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7. Enter Configuration -> Save Settings, Press Submit to write settings to flash and

(@) hpep0a)

reboot Vigor318.

806 @ DrayTek - USB Endpoint =
4  ft P, & = e
Back Forward Stop Refresh Home : AutoFill Print Il ail J
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Quick Start

Status
General Status
PPP

ADSL

AA01EIH

youeas

Configuration

LAN

DNS

User Password Configuration
lSave Settings / Rf:buut]

Hoogqdeads

Admin Privilege
WAN Status u/
ATM Status

ADSL Configuration

Misc Configuration Y
TCP Status L

Admin Password Confipuration | ¥
« = JERRS

dap|oy =6eq

I‘ Drayrek ‘I[ Write settings to flash and reboot.

ahhmmm

8. Now you can surf Internet via Vigor318.




Tip :

How to drop DSL connection for PPPoE/PPPoA mode ?

Vigor318 will connect to Internet automatically when Mac is power on. You can follow the
below steps to disconnect PPP connection.

1. Enter ‘Status > PPP’
2. Choose Disconnect
3. Press Execute

8686
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Configuration

LAN

DNS
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Save Settings / Reboot
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Admin Privilege
WAN Status

ADSL Configuration
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Connection
Name

Pkis
Sent

Pkis

¥ Revd

Interface | Mode | Status

Sent Revd

Bytes ‘ Bytes

ATM Status P

If a * appears under Mode column, you need to check the WAN configuration to make sure
the VC has the correct encapsulation.

Connection #|1

[ Connect i”Exccut::!

ahhmmm




