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Regulatory Information

Federal Communication Commission Interference Statement

This equipment has been tested and found to comply with the limits for a Class B

digital device, pursuant to Part 15 of the FCC Rules. These limits are designed to

provide reasonable protection against harmful interference in a residential installation.

This equipment generates, uses and can radiate radio frequency energy and, if not

installed and used in accordance with the instructions, may cause harmful interference

to radio communications. However, there is no guarantee that interference will not

occur in a particular installation. If this equipment does cause harmful interference to

radio or television reception, which can be determined by turning the equipment off

and on, the user is encouraged to try to correct the interference by one of the

following measures:

- Reorient or relocate the receiving antenna.

- Increase the separation between the equipment and receiver.

- Connect the equipment into an outlet on a circuit different from that to
which the receiver is connected.

- Consult the dealer or an experienced radio/TV technician for help.

FCC Caution: To assure continued compliance, (example - use only shielded
interface cables when connecting to computer or peripheral devices) any
changes or modifications not expressly approved by the party responsible for
compliance could void the user's authority to operate this equipment.

This device complies with Part 15 of the FCC Rules. Operation is subject to the
following two conditions: (1) This device may not cause harmful interference,
and (2) this device must accept any interference received, including
interference that may cause undesired operation.

IMPORTANT NOTE:

FCC Radiation Exposure Statement:

This equipment complies with FCC radiation exposure limits set forth for an
uncontrolled environment. This equipment should be installed and operated
with minimum distance 20cm between the radiator & your body.

This transmitter must not be co-located or operating in conjunction with any
other antenna or transmitter.
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1. Welcome

Thank you for purchasing our IEEE802.11b Wireless LAN USB Card, and welcome
to Wireless LAN—the easy way to wireless networking.

This user guide introduces to you the IEEE802.11b Wireless LAN USB Card and
describes the most common configurations, which will help you connect to your
network easily.

Please read this manual to get familiar with the IEEE802.11b Wireless LAN. This
manual contains detailed instructions in operation of this product. Please keep this
manual for future reference.

As this product is designed to run under Microsoft Windows, it is recommended that
to be installed by people who are familiar with the installation procedures for network

operating systems under Microsoft Windows.



1.1 Kit Contents

The IEEE802.11b USB Wireless LAN kit should include the following items: 1 USB
Card, 1 USB Cable, 1 CD, Quick Start Guide and User’s Guide.

a. 1 USB Card

d. 1CD including:

J ' \) 1. IEEE802.11b USB WLAN Utility & Driver software

2. Acrobat Reader

- < 3. User Manual PDF file

If any of the items mentioned above are damaged or missing, please contact your

distributor.



1.2 Main Features of WLAN USB Card

A. Status LED

e Off: No wireless activity
e Blinking: Searching for the Access Point (disconnected)
e Steady Red: Connected to Access Point, or, being in 802.11 Ad Hoc mode (either

connected or disconnected).

B. USB Connector

USB WLAN Adapter features:

High-speed wireless connection, up to 11 Mbps
IEEE802.11b (DSSS) standard for 2.4 GHz Wireless LAN
Plug-and-Play installation

Solid design with an integrated antenna

Full mobility and seamless cell-to-cell roaming

AN

Automatic scale back at per packet level

USB WLAN Adapter supports:
1.  Automatic load balancing for optimized bandwidth
2. Advanced power management
3. Windows98SE, ME, 2000, XP, XP 2™ edition (subject to availability) and
Windows CE (subject to availability).



1.3 Wireless Networking Scenarios

As our IEEE802.11b Wireless LAN USB Card is interoperable and compatible with

other IEEE 802.11b compliant products from other manufacturers, it offers you the

most freedom to establish your ideal wireless network. Therefore, after installing

IEEE802.11b USB Wireless LAN, you can connect your computer to:

a. A Peer-to-Peer Workgroup of IEEE802.11b compliant wireless devices.

b. A LAN (Local Area Network) constructed by Access Point(s) or other
IEEE802.11b compliant systems.

c. Share your Internet access by using just one connection, share printers and other
peripheral devices, share data and image files between networked PCs, play

multi-player games, and use other network enabled sharing resources.



A. Peer-to-Peer Networking:
An Ad Hoc Network could be easily set up with some PCs and this IEEE802.11b
WLAN USB Card or our other WLAN devices. Therefore, it is very suitable to
build a network for temporary use, such as for demonstration in exhibition, for

new sales point/branch use and alike.

B. Cooperate LAN (Local Area Networking):
With some IEEE802.11b USB WLAN Adapters and Access Points, it is easy to
construct a LAN with access to Internet for enterprise use.
The construction is quite easy that the USB Card and Access Point will
automatically work at the most suitable frequency when Access Point is set within
the proper range.
In addition, commonly manufacturers will bundle the Site-Survey tool for users to
check the communication quality.
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Access Point
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1.4 Advantages for Using Wireless Network

IEEE802.11b WLAN USB Card can wirelessly transmit and receive data, minimizing
the need for wired connections, at a speed of up to eleven megabit per second. With
the IEEE802.11b WLAN USB Card you can locate your PC wherever you want
without wires and cables.

The IEEE802.11b WLAN USB Card provides LAN users with an access to real-time

information anywhere in their organization. The mobility provides effectiveness and

efficiency, which are not available under wired networks.

The IEEE802.11b WLAN USB Card configuration is easy to switch between

peer-to-peer networks, suitable for a small number of users, and full infrastructure

networks of thousands of users that allow roaming around a broad area.

Therefore, you may see many advantages for adopting Wireless Networking as

follows:

- Less Space Limits: The USB Card provides access to network services without
wires; therefore, it gives you more freedom to allocate and style your living and
working space. In addition, in some areas where is hard or expensive to connect
to wired networks, such as historic buildings, classrooms or mobile connectivity,
then you can count on wireless networking.

- Flexible Workgroups and Lower Cost. For workspaces that are frequently
reconfigured for temporarily use such as demo in exhibitions, wireless
networking is easy to set up of lower total cost—and all equipments are
recyclable. You do not have to remove the old wires and then build up the new
ones again and again.

- Networked Conference Rooms: Users can access the network as they move from
a meeting to another, getting the access to information/data and the ability to
communicate decisions while “on the go”.

- Ad Hoc Networking: On site consulting and small workgroups may increase
productivity with quick network setup and collaboration software.

- Branch office Networking: With an Access Point to bridge between the LAN and
Internet, wireless networking provides an easy to install, use and maintain
network for a remote or sales office.

- Campus-Wide Network Mobility: The roaming capabilities allow enterprise to set

up easy to use wireless networks that cover the entire campus transparently.

11



2. Quick Start to Wireless Networking

(Windows XP)

1. Insert the installation CD. Click Start/Run. Type e:\RunMe.exe (assuming
the CD drive is e:). Click Install Utility to start the setup program for WLAN
Utility and Driver.

3. Insert the USB card.

12



4. When the USB card is detected, “Found New Hardware Wizard” window pops up.
Select “Install the software automatically”, click “Next” and go on to step 6.
To save the searching time, you may select “Install from a list or specific location”,

click “Next” and go on to step 5 to assign a designated location for searching.

Found Mew Har dware Wizand

Welcome to the Found New
Hardware Wizard

Thiz wizard helpz you install software for:

Wlat minilJSB adaptar

ke ) If your hardware came with an inztallation CD
“ugz2 or Hoppy disk, ingert it now.

wihat do you want the wizard to do”?

(#) Install the software automatically (R ecommended)
() Install fram a list or specific location [Advanced)

Click Mext to continue.

uexb ][ Cancel I

5. Enter the designated location for driver searching. Click “Next”.

Found New Hardware Wizard

Please choose your search and installation options.

() Search for the best diver in these locations,

Uze the check boxes below to limit or expand the default zearch, which includes lozal
pathz and removable media. The best driver found will be installed.

[] 5earch removable media [floppy. CO-ROM...]
Inzlude this location in the search;

w Browsze

() Don't search. | will choose the driver ta install

Chooze thiz option o zelect the device diver from a ligt. Windows does not quarantee that
the driver you choose will be the best match for pour hardware,

4 Back ” Mest > ]| Cancel
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6. Click “Finish”.

Found Mew Hardware Wizand

Completing the Found New
Hardware Wizard

The wizard has finished inztalling the zoftware for:

@] WLAH minilJEB adaptor

Chck Finizh to close the wizard.

7. A dialog box pops up informing you that the USB card is ready to be used.

i/ Found New Hardware

Your new hardware is inskalled and ready to use,

14



8.

>Device Manager.

£ Device Manager

File  Action  ‘iew Help

Operation System will detect new device and prompt the driver automatically.

You may check it through Start>Settings>Control Panel > System > Hardware

= = @ |2

= g MC6_3500MNE

- Biatteries

Y Computer

[+ e Disk drives

[+ § Display adapters

H ik DVDJCD-ROM drives

[+-i= Floppy disk controllers

[ ‘& Floppy disk drives

[+-i=2) IDE ATAATAPT controllers

[+ &g IEEE 1394 Bus host controllers
E-Ia Infrared devices

[+ Keyboards

=] ':_} Mice and other pointing devices
B Modems

+ % Manitars

= EE Network adapters

1394 Met Adapter
| E8 wLaN mini)SB adaptor

>

| £

9. Double click the shortcut icon. The IEEE 802.11b WLAN Utility window

appears.
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You can also see a small red icon in Windows System Tray.

Disconnected



10. Double click the Windows XP “Wireless Network Connection” icon in
Windows System Tray. Or click “Start>Settings>Network Connections”,
and double click the Wireless Network Connection of W LAN miniUSB

adaptor.

(if necessary).

* Network Connections

EBX
File Edit ‘View Favorites Tools Advanced Help o
@k - © - [F| Poeach [ roders | [T
address | Netwark Cannectians vl <
¥ i Dial-up
Network Tasks
=

— BluetoothConnection
L‘él Create a new connection ] Disconnected

% et up a home or small l_L Bluetooth Modem
office network.
LAN or High-Speed Internet

T:‘;FI 1394 Connection
WS | Dissbled

'\;,\3 1394 Met Adapter

Wireless Metwork Connection 9
Wireless cannection Unavallable
) WLAN minilUSB adaptar

See Also

i) Network Troubleshooter

Other Places

B Control Panel
S My Network Places
I} My Documents
i My Computer

Details

Network Connections
Syskem Folder

Click “Connect”.

Connect to Wireless Metwork

The following network(z) are available. To access a network, select
it fromn the list, and then click Connect,

BAxailable networlks;

1 Bl =
L datacomPh —
1 DoA

T hdeko i

This netwark requires the use of a network key PEP). To access
this network,, type the kep, and then click Connect.

M etwork:, ey ]

[ wou are having difficulty connecting to a netwark, click Advanced.

.&dvanced...' | Connect ]

Cancel
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11. From the available networks list, choose one network and enter the network key



12. The IEEE802.11b WLAN Utility window shows you the signal strength and the
quality. The small status icon in Windows System Tray may change its color.
Green icon indicates the presence of a strong connection. Yellow icon 2
indicates the presence of a low-quality connection.

IEEE 802.11b WLAN Utility(LISB)

LAM Status l Lirk, Infu:urmatiu:un1 Diagnustici &hout I

Access Point 551D I Access Point MAC ]
B5, datacomPh 00:90.4B:08:14:92

~ Signal Strength -

NAERANERRRERERERERERERE Bl
 Signal Cluality -
(NERRNENNERRRNENNRRRNNDD - TR

Y
13. Double click the Windows XP “Wireless Network Connection” icon n

Windows System Tray. Or click “Start>Settings>Network Connections”, and

right click the Wireless Network Connection of WLAN miniUSB adaptor.
Choose Properties.

% Network Connections I._”'Elg‘
File Edit View Favorites Tools Advanced  Help ﬂ'
€L > & ) search [ Folders | [T7E)
Adldress | @ Netwark Connections v B
; @ oiatup
Network Tasks &)
B :?1 BlustoothConnection
N cCreateaion Disconnected
cannertion Z B, Stacth Modem
% Setup & hame or small
 offics netwark
& Disable this netwark |_LAN or High-Speed Internet
" device
&, Repair this connection :’Q~| 1394 Connection
) Rename this connection Gisthid

T, 1394 Nt Acapter
&) View status of this 2

conneckion
[#) change settings of this

connection ; sl

Other Places

Disable
Wiew Available Wireless Networks
Status

Repair

B Control Panel

& 1y Network Places

I My Documents

i§ My Computer _

Bridge Connections

reate Shorkcut

Rename

Properties

Details =

Wireless Network
Connection 9

Enabled ]
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14. Select “Wireless Networks” tab. Clear the check box of “Use Windows to

configure my wireless network settings”.  Click “OK”.

L Wireless Network Connection 9 Properties E\E

| Wireless Networks | Authentioation | Advanced|

] Use Windows ta configure my wireless network settings I

Available networks:

1 MCED a_\_i
F datacomPM —
i DoA |

Prefenred nebwork s:

(P datacomPh

Learn about setting up wireless network
configuration. Advancad |

Ok H Cancel ]

15. The IEEE802.11b WLAN Utility window displays 2 more tabs. Choose each tab

to view or edit the settings. For details, please read the users manual.

IEEE 802.11b WLAN Utility{USB)

Link. Information ] Diagnostic ] About ]
L&M Status l Setting ] Site Survey ]
Access Point 5510 | Access Point MAC ]

35 datacomPM 00:90:4B:08:14:32 ! g

Fescan

Signal Strength

TRRRNRARRNNNNNNNNNnnnna RIx
Signal Quality
ONRNENNNENNNENENENEEENR e}
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3. Step-by-Step Installation Guide

(Windows XP)

This section will lead you through the installation of USB Card and IEEE802.11b

USB WLAN software in details. People who are familiar with the installation and

settings of wireless device may refer to quick start guide to establish a network in a

snap.

To establish your wireless network connection, the following steps should be

executed:

1. Install the software by using the installation CD.

2. Install the USB Wireless LAN Adapter.

3. Install the required network protocols to communicate with your network.
Mostly, you will need to set the TCP / IP protocol.

The product is designed to operate under Windows 98SE, ME, 2000, XP, XP ond

edition (subject to availability) and Windows CE (subject to availability). The

installation procedure is about the same. Please follow up the installation wizard

that provided by your system to install the software. The following example is based

on Windows XP.

19



3.1 Install the IEEE802.11b WLAN Driver / Utility

NOTE: Please install the IEEE802.11b WLAN Driver & Utility before inserting
the IEEES802.11b Wireless LAN USB Card.

1. Insert the installation CD. Click Start/Run. Type e:\RunMe.exe (assuming
the CD drive is e:). Click Install Driver and Utility to start the setup program
for WLAN Ultility and Driver.

2. Click “Next”. Select “Install IEEE802.11b WLAN Driver and Utility” and
then click “ Next” to go on the installation.

3. Click “Next”.

‘Welcome to the InstallShield Wizard for IEEE
802.11b WLAN Utility

“wielcome to the |[EEE 802.11b WwWireless Setup program.
The program will install Driver & Ltility on your computer.
“wie recommend that you first clase all other applications.

Nent » | Cancel

20



4. Click “Yes”.

Setup

License Agreement

Pleaze read the following license agreement carefully.

Press the PAGE DDWM key to see the rest of the agreement.

this comparny

< Back Tes

ICopyright [c] 2002 by WLAN. ANl rights reserved. Mo part of this publication may be
reproduced, transmitted, transcribed, stored in a retrieval system, or banslated into any
language or computer language, in any form or by any means, electonic. mechanical,
magnetic, optical, chemical, manual or otherwise, without the prior witten permission of

5. Read the destination folder and click “Next”. The default destination folder is

displayed in the setup dialog box.

Click “Next” to go on to Step 7. You may

change the default folder by clicking “Browse* to select the destination folder

you prefer (go on to Step 6). Click “ Next” to go to the next screen.

Setup

Choose Destination Location
Select folder where Setup will install files.

Setup will install [EEE 802115 wLAN Utility in following Folder.
To install to this falder, click Mext

Tainstall to a different folder, click Browse and select another folder,

Destination Folder

C:4Program Files\EEE B02. 71 WLAN Utility[LISB)

< Back Ment > |

Browse...

X

=

Cancel ‘

6. Select the Program Folder and click “Next”.

Choose Folder &|

Please choose the installation Folder,
Path:

Directories:

[=+{C5) Pragram Files
[5) Adobe
[3) Comman Files
{3 CamPlus Applications
{5 IEEE 802,11k MiniPiCI Utilicy
{3 Internst Explarer
| Messenger
{5 Microsaft ActiveSync
{7 micrasaft frontpage

[ K l [ Cancel
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7. Click “Next”.

Setup

X

Select Program Folder

Please select a program folder. f

Setup will add program icons to the Program Folder listed below. You may lype a new folder
name, or select one from the existing folders list. Click Mext to continue,

Program Folders:
IEEE 802.11b WLAN Utiitu[LISE)

Exizting Folders:

inistrative Tools
Adobe Acrobat 4.0
Games
IEEE 802.11h MiniPCI Litility
Micrasoft Office Tools
Startup

¢ Back Mest > | Cancel

8. Click “Yes”. You are asked whether to add an IEEE802.11b USB WLAN
Utility shortcut to your desktop. Click “Yes” to create one.

Question

9. The user manual is published in Portable Document Format (PDF). If Acrobat
Reader does not exist in your system, the following message will be prompted to
automatically enter the Acrobat Reader installation screen. Please follow the
instructions to complete the Acrobat Reader installation.

i
g Acrobat Reader does not exist. Wait for installing Acrobat Reader to biowse User Manual ...

10. Click “Finish”. The installation is complete.

InstallShield Wizard Complete

The InstalShield Wizard has successhully installed IEEE
802.11b WLAN Utility. Click Finish to exit the wizard,

Finish | |

11. For the installation of IEEE802.11b Wireless LAN USB Card, please refer to
the next chapter 3.2 “Install the USB Card.

22



3.2 Install the USB Card (Windows XP)

NOTE: The I[EEES802.11b WLAN driver and utility are included in the
accompanying installation CD. Please follow the installation procedures in Section
3.1. (Your USB Card will not work properly if the driver and utilities are not installed

correctly.)

1. After software installation, connect the USB Card to your PC/notebook with
the USB cable.

2. When the USB card is detected, “Found New Hardware Wizard” window pops up.
Select “Install the software automatically”, click “Next” and go on to step 6.
To save the searching time, you may select “Install from a list or specific location”,

click “Next” and go on to step 5 to assign a designated location for searching.

Found Mew Hardware Wizand

Welcome to the Found New
Hardware Wizard

Thiz wizard helpz you install zoftware for:

WiLar minidSB adaptar

i\ 'l-} If your hardware came with an installation CD
22 or floppy disk. insert it now.

What do you want the wizard to da?

(%) Install the software automatically [Fecommended)
(3 Install fram a list or specific location [Advanced)

Chck Mewxt to continue.

L ewt > ] [ Cahcel
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3. Enter the designated location for driver searching. Click “Next”.

Found New Hardware Wizard

Please choose your search and installation options.

(%) Search for the best driver in these locations.

Uze the check boxes below to limit or expand the default zearch, which includes local
pathz and removable media. The best driver found will be installed.

[15earch removable media [floppy, CO-ROM..
Include this location in the search:

bl Brawse

(3 Don't search, | will choose the driver to install.

Choosze this option to select the device diver from a list. “Windows does not guarantee that
the driver you choose will be the best match for pour hardware,

 Back " Mest » ]l Cancel

4. Click “Finish”.

Found Mew Hardware Wizard

Completing the Found New
Hardware Wizard

The wizard has finished instaling the software for:

WLAN minill 2B adaptor

Click Finizh to cloge the wizard.

5. A dialog box pops up informing you that the USB card is ready to be used.

jl,n' Found Mew Hardware

Wour new hardware is installed and ready ko use.,

120 AM

24



6. Operation System will detect new device and prompt the driver automatically.

You may check it through Start>Settings>Control Panel > System > Hardware

>Device Manager.

£ Device Manager

File  Action  ‘iew Help

7 MCG_3500NE
| D.g Batteries
|- Iy Computer
|- %g Disk drives
| § Display adapters
iy DVDPCD-ROM drives
[+-i= Floppy disk controllers
B _ﬁ Floppy disk drives
[+-i=2) IDE ATAATAPT controllers
[+ &g IEEE 1394 Bus host controllers
[ iEl Infrared devices
[+ Keyboards
- ") Mice and other pointing devices
B L Modems
- @ Monitors
= EE Network adapters

B8 1394 Net Adapter

188 wLaN miniUS8 adaptor|

i3

R |

|i£

Note: To start the utility, please refer to the chapter 3.3 “IEEE802.11b USB WLAN

Utility”.
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3.3 IEEE802.11b USB WLAN Utility

IEEE802.11b USB WLAN Adapter has its own management software, named
IEEE802.11b USB WLAN Uftility, and users can control all functions provided with it.
The Utility icon - appears in the Windows System Tray after clicking the
IEEE802.11b USB WLAN Utility shortcut on your desktop. The Utility includes six
tabs: LAN Status, Setting, Site Survey, Link Information, Diagnostic and About.

The definition of the color of the Utility icon is as follows:

| Connected (Green)

Low quality (Yellow)

Disconnected (Red)

In Ad Hoc mode, in one workgroup, the Channel and SSID of each station must be
the same—therefore they can communicate with each other within the local LAN
properly. Moreover, all connected computers should have the same net ID and subnet
ID.

To open IEEE802.11b Utility, please double click the status icon in the
Windows System Tray.

To open IEEE802.11b Utility under Windows XP, please refer to chapter 2
“Quick Start to Wireless Networking”, step 9~step 15.
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3.4 Basic Setting for Infrastructure Mode

To connect with an Access Point, please follow the process below:

1. Select the “Setting” tab
2. Select “Infrastructure” for Network Type
3. Select or enter the correct SSID

4. Press the “Apply” button.

¢  SSID is the group name that will be shared by every member of
your wireless network .You will only be able to connect with an
Access Point (AP), which has the same SSID. Note that the SSID

will be case sensitivity.

¢ Channel is not active in Infrastructure Mode.

IEEE 802.11b WLAN Utility(UISB)

LAM Status ] Site Survey ] Link. Infarmatiamn ]
Diagrostic: ] &bt Setting
Compuiter Marme 1 Prafiles
|NCE_3800NE |Defaul -]
551D 1 Metwork, Type

|WL'$'N| LJ | Infrastructure L]

Channel i~ Country

Range 1~ 11 m::’ | _]
Advance ‘ Apply ‘ Cancel |
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3.5 Basic Setting for 802.11Ad Hoc Mode/Ad Hoc Mode

If you have more computers and only want to place them in a local area network, or
you want to communicate directly without using an Access Point or any connection to
a wired network, then you can select the “802.11 Ad Hoc” mode or “Ad Hoc” mode
on your WLAN Ultility.

“802.11 Ad Hoc” is the official standard set by IEEE Organization whereas “Ad Hoc”
is a pre-standard. Therefore we recommend you to select the “802.11 Ad Hoc”

mode.

Please note that “802.11 Ad Hoc” mode and “Ad Hoc” mode are not compatible. If you select
the “802.11 Ad Hoc” mode, then all computers of your workgroup should be set as the “802.11

Ad Hoc”—vice versa with the “Ad Hoc” mode.

A. 802.11 Ad Hoc

Please follow the procedures below to set the “802.11 Ad Hoc”:

1 Select “Setting” tab.

2 Select “802.11 Ad Hoc” for Network Type.

3. Type in the SSID, which you want to use in your 802.11 Wireless LAN.
4 Press the “Apply” button.

¢  Every member of your peer-to-peer network must set to the same
SSID, which is case sensitive.

IEEE 802.11b WLAN Utility{LISB)

LAM Status ] Site Survey ] Link. [nfarmation ]
Diagrostic ] About Setting
Computer Mame Frofiles
|MCE_3800NE Defaul ]
S5ID | MNetwork Type
[WLAN = 802,11 4d Hos ]
Infrastucture
Chanrel Ad Hoc
Range1~11 |- |USi/ Canada |
Advance I Apply I Cancel I
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You must select a SSID if you use the 802.11 Ad hoc.

If you have trouble connecting other brands’ IEEE 802.11b devices using the
“802.11 Ad Hoc” mode, please try “Ad Hoc” mode. The next section shows you

the basic setting of the “Ad Hoc” mode.

B. Ad Hoc Mode

Please follow the procedures below to set the “Ad Hoc” Mode:

Select the “Setting” tab.
Select ”Ad Hoc” for Network Type.

3. Select the correct channel. (The channel of all computers in one
workgroup must be the same.)

4. Press the “Apply” button.

IEEE 802.11b WLAN Utility(USE)

L&t Stabus ] Site Survey ] Link. Information ]
Diagriostic ] bt Setting
Computer Mame 1 Profiles
[NCE_3200ME {Default -
S50 1 Metwork, Type
| <1 | | [adHee &

80211 Ad Hoc
Infrastructure
Channel T

Farge1~11 =] |USA/ Canada |

Advance I Apply I Cancel I

Channel shows radio channel numbers used for networking. Channel number
must be the same between stations so computers can communicate in the same
local LAN. It can be changed only under the Ad Hoc Mode. Please refer to the

following table.

Country Channel Range
USA/Canada 11 (1~11)
Most of Europe/Australia 13 (1~13)
France 4 (10~13)
Japan 13 (1~13) or 14"
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3.6 Advanced Settings

Click the “Advance” button in the Setting page and then the following advanced
settings for your IEEE802.11b Wireless LAN USB Card.

Regarding the transmission rate, there are four options:

A. Fully Auto (Default)
B. Fixed 11Mbps

C. Fixed 5.5Mbps

D. Auto 1 or 2 Mbps

You may select and change transmission rate by clicking the pull-down button.

If you enable the “Power Saving” mode, the USB Card can work with low power

consumption but the throughput may slow down.

Advanced Setting [5__<|
Tranzmizzion Fate Power 5aving Mode
Fully Auto | " Enable ' Disable

A pply Cancel
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3.7 Encryption Function

You may enhance the security of your network by enabling the “Encryption” function.
The WEP Required Mode enables you to define the encryption keys that your
IEEE802.11b Wireless LAN USB Card should use.

Caution:

If you wish to enable the “Encryption” function, you must enable this function
for all computers of your network, and the WEP key needs to be the same for
all IEEE802.11b stations.

Follow the steps below to set your WEP Required Mode:

(1) Select one mode from the drop down menu of WEP required Mode and set

the WEP key. Four modes are available:
A. Manual 64 bits (ASCII)
B. Manual 128 bits (ASCII)
C. Manual 64 bits
D. Manual 128 bits

(2) Press “Apply” button when finish the WEP setting.

a. Select “Manual 64 bits (ASCII)” and enter a 5-digit WEP Key.

Tranzmizzion B ate Power 5aving Mode
| Fully it | C Enabls  (* Disable

WEP Required Mode
|Marual 64 bits[4S0I1) = |

 Keyl |1 2345

" Key2 |

™ Key3 |

" Keypd |

Apply Cancel
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b. Select “Manual 128 bits (ASCII)” and enter a 13-digit WEP Key.

Advanced Setting

[ Fuly &uto = " Enable  * Disable

—WEP Required Mode——————
|Marual 128 bits(4SCIl) |

— Tranzmizzion Rate————— "F'u:uwer Saving Mode

& Keyl |1 234567890123

" Key2 I
7 Kep3 I
™ Kepd I

Apply | Cancel |

c. Select “Manual 64 bits” and enter a 10-digit WEP Key.

Advanced Setting

— Tranzmizzion Rate——————— Power 5Saving Mode

| Fully Auto | { © Enable % Disable
—'WEP Required Mode————

IManuaI B4 bitz ﬂ

o+ Keyl |1 234567890

™ Key? I
 Key3 I
7 Kepd I

Apply | Cancel |

d. Select “Manual 128 bits” and enter a 26-digit WEP Key.

Advanced Setting

— Tranzmizzion Rate————— Power 5aving Mode

[ Fully duto =l { " Enable Disable
—WEP Required Mode————

| Marual 128 tits a

o Kepl |1 2345673301 2345673301 23456

" Key2 I
7 Kep3 I
 Kepd I

Apply Cancel
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3.8 Remove your USB Card

If you do not need the wireless connectivity of your IEEE802.11b USB WLAN
Adapter, you can unplug and remove your USB Card directly.

Note!
When removing the IEEE802.11b WLAN USB Card, you will lose your connection
to the network. Make sure you have closed all files and network applications (such as

e-mail) prior to removing the USB Card.
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3.9 Uninstall the IEEE802.11b USB WLAN Utility / Driver

If you do not need the wireless connectivity of your IEEE802.11b USB WLAN
Adapter...

1. Disconnect and remove the IEEE802.11b USB WLAN Adapter.

2. Click Start > Settings > Control Panel > Add or Remove Programs >
IEEES802.11bWLAN Utility > Change/Remove

=
¥ Add on Remove Programs £HE|®
[ S
\Ef:fj Currently installzd programms: Sart by |Name v |
Change o Adobe Acrobat 4.0 Size  6.82MB
Remove
Programs E Adobe Photoshop 6.0 Size  104.00MB
i3 adobe svG viewer Size  3.41ME
Ea “§¢ IEEE 802.11b WLAN Utility y
Add Mew ;
Programs
@ To change this program or remove it from wour computer, click ChangefRemove, Change/Remove
fdd/Remove % Microsoft Office XP Professional with FrontPage Size  155.00ME
wWindows
Components

Close

3. Click “Yes”. The dialog box pops up and ask you whether you are sure to
uninstall the [IEEE802.11b USB WLAN Utility and all of its components. Click

“Yes “ to run the un-installation or click “ No “ to exit.

Wireless 802.11b Utility and Driver

1 E This will remove wWireless 302, 11b Uklity and Driver from your computer. Do you wish bo proceed?
L

m||m|

4. Click “OK”. Now the un-installation is completed.

Wireless 802.11b Utility and Driver

Wireless 302, 1 1b Utility and Driver has been successfully uninstalled from wour machine.

Gk
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4. Using the Utility

4.1 LAN Status Tab

If you want to know the connecting status in Infrastructure Mode or 8§02.11 Ad Hoc
Mode, choose LAN Status tab in IEEE802.11b WLAN Utility window.

IEEE 802.11b WLAN Utility{USB)

Diagnostic ] About | Setting |
LAM Shatus | Site Survey | Lirk, Irformation |
Accers Point 551D | Access Paint MAC ] W
T AMNY 00:90:4B:08:40:10 5}

Signal Strength

NERERNRENNNENIRERNNENNNEREREENY 73x

Signal Quality
NENENRNRNNNERENERNNE R NN ENnnnnnn a0z

1. Infrastructure Mode:

e The SSID and MAC of the access Point, which your computer connects to,
will appear in the screen if you choose the Infrastructure Mode.

e Double click the Access Point SSID (under the Infrastructure Mode) to access
to the Microsoft Network Neighborhood folder to find other on-line
computers.

e You can see the status of the Link Quality and Signal Strength under the LAN
status page.

2.802.11 Ad Hoc Mode / Ad Hoc Mode:

e The station Name and MAC address of your station will appear if you choose
the 802.11 Ad Hoc Mode (or Ad Hoc Mode).

e Double click the right name to display the content of your computer or double
click Network Neighbors to access to the Microsoft Network Neighborhood
folder to find other on-line computers.

e Click “Rescan” to find current available computers in the network.
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4.2 Link Information Tab

The Link Information tab shows information of Current Channel, Current
Transmission Rate, Own MAC Address, Current Connection State, Wireless Network
Adapter IP Address, Wireless Network Adapter Subnet Mask, and Wireless Network
Adapter Default Gateway.

IEEE 802.11b WLAN Utility(USB)

LA Status ] Setting ] Site Survey ]
Link. Infarmation I Diaghostic ] Ahout ]
Current Chanmel Current Tranzmiszion B ate
|D |2 bbits s
Own MAC Address Current Connection State
|DD:D1 24:B0:72:41 |44:44:44:44:44;44

wireless Netwaork, Adapter P Address
||1n.u.c|

Wwireless Network, Adapter Subnet baszk
||1n.u.c|

wireless Network Adapter Default Gateway

4.3 Site Survey

This tab gives you all the information of each Access Point within the communication

range, so that you can select the Access Point with the strongest signal for better
performance.

IEEE 802.11b WLAN Utility(USB) A=l
Diagnostic ] About ] Setting ]
LAM Status Site Survey l Link Infarmation |
B55ID | ssip | signal| (&
& 00:90:4b:08:14:92  datacomPM 73 dBm
ﬁDD:SD:db:DS:'IE:ﬂ HE -74 dBm
ﬁ 00:01:24:90:c4:05 DA 75 dBm
ﬁ 00:90:4b:08: 32 Warp -75 dBm
P Fea%chbhA23d LN -5 dBm
ﬁ 00:90:4b:08:40:10  Un -7 dBm
ﬁ 00:01:24:30:00:45 TME -fE dBm v
£ | 2
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4.4 Diagnostic Tab

Click “Start Diagnostic” button to check errors in hardware, firmware, and software

2

of your USB Card. In case of any errors occur, please click “View Error details

button and print it out to present to your dealer or distributor.

IEEE 802.11b WLAN Utility(USB) M=
LasM Statusz ] Setting ] Site Survey ]
Link Information Diagnastic } About ]
Diriver NIRRRNNRRNNRRRNRRRRRRRRNNT (O,
Drriver & tlity match NNNNNNNNENNNNNNNNNNNNENNNT (K
Diriver & H A NENRENNRRNNRRRNRNNRRRRNNN (O,
Driver & FAM EIRRENNRRNNRRRNRNRRRERNNNT (O,
Lltility & F (L L LTIl
H ! Inbegrity MOT TEST
Fa [ntegity MOT TEST
Wiew Ermor Details Start Diagnostic
4.5 About

This tab provides you the version information of Firmware, Driver and Utility.

IEEE B02.11b WILAN Utility{USB)

LAM Status ] Setting ] Site Survey 1
Link Information 1 Diagnostc Abaout
Firrmware : Wersion 1.4.a
Diriver Sersion 202
Itility Serzion 214
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5. Network Application

This section consists of the network applications of IEEE802.11b WLAN USB Card,
including:

® To Survey the network neighborhood

® To Share Your Folder with Your Network Member(s)

® To Share Your Printer with Your Network Member(s)

® To Access the Shared Folder(s)/File(s) of Your Network Members(s)

® To Use the Shared Printer(s) of Your Network Member(s)
In fact, the network applications of IEEE802.11b WLAN USB Card are the same as
they are in a wired network environment. You may refer to the following 3
examples of Surveying the Network Neighborhood, File Sharing and Using the
Shared Folder.

5.1 Surveying the Network Neighborhood

When multiple base stations are up and running in your wireless network, you can use
the procedure described below to display the other computers:

1. Double-click My Network Places to display all stations in your Microsoft
Windows Network Group.

2. To display other workgroups in the network environment, double-click Entire
Network.

3. Ifthere is a second network operating system running in your network
environment (for example a Novell NetWare network), the “Entire Network”
window will also display available servers running under the second network
operating system. If you click on these servers, you may be asked to enter
your user name and password that applies to the other network operating
system. If you cannot find it, verify whether the other wireless computers are:
® Powered up and logged on to the network.
® Configured to operate with identical Microsoft Network settings

concerning:
B Networking Protocol.
B Wireless Network Name.
To enable the sharing of Internet access, you should set your IEEE802.11b WLAN

USB mode as “Infrastructure” and connect to the access point.
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5.2 File Sharing

IEEE802.11b WLAN USB Card allows the sharing of files between computers that
are logged onto the same wireless network. If you want to share your folder “My
Documents* with other computers of the wireless network, please highlight the

folder “My Documents” and drag it to Shared Documents folder.

ar

File: Edit View Favorites Tools  Help

Qe - © - F | Pearh |u_"— Folders | [121]-

address | (2 pesktap v By 6o
Folders x " I ]
] S|l |« 9 @
2 2] My Documents My Documents iy Computer My Network  RecycleBin Internet
2 mar Flaces Explorer
12 My Music
123} My Pictures
() Mew Folder
= % My Computer
i 4 3% Floppy (1)
Loral Disk(C:)

[ |5 USER's Documents
® % My Network Places
2l Recyck Bin

*

File Edit View Favorites Tools  Help

Qe - &) - (F Pz [ Fn\dars‘ -

Address |3 CiDocuments and Setingsiall UsersiZocuments v B

Folders x Q
(& Desktop "% Shared Music ( J Shared Pictures
= (2] My Documents

(=L T, My Dotuments

2 My music [N=) shartat

123} My Pictures LKE

(2 Mew Folder

= % My Computer

& K 3% Floppy (A1)
[ < Loal Disk(C:)
b Ta0L (D:)

@ @ cortrol Panel

El=]
G (=] Shared Music

# () shared Pictures
& | USER's Decuments
# W ply Network Places
# Recvck Bin

Sharing files in the IEEE802.11b wireless network will be like sharing files on a
wired LAN.
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5.3 Using the Shared Folder

If you would like to access a shared folder stored in other stations of same network,
please follow the process below:

1. Double-click the “My Network Places” icon, and then double-click the
computer where the shared folder is located.

2. Double-click the folder you want to connect to.

3. Now you may open the needed file(s).

Note: If a password is required, the Windows will prompt a password column to you.

Then you need to enter the password that had been assigned to this shared folder.
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6. Product Specifications

Frequency range

2.4G ~2.4835Ghz

Modulation DSSS (Direct Sequence Spread Spectrum) with

technique BPSK (1Mbps), QPSK (2Mbps), and CCK (5.5 and
11Mbps)

Core Logic Intersil Prism 3.0

» MAC+BB: ISL3871 (upgrade to 3871A)

» Direct Down Conversion Transceiver: ISL3684
» VCO: ISL3084

» Power Amplifier: ISL3984

Host interface

USB V1.1

Dimension

- external: 48.1mm(W)*71.2mm(L)*15.3mm(H)

Weight

- external: 28g

Form factor

-MiniUSB type B

Channels support

- US/Canada: 11 (1 ~ 11)

- Major European countries: 13 (1 ~ 13)
- France: 4 (10 ~ 13)

- Japan: 13 (1 ~ 13) or 14™

Operation voltage

SV +/- 10%

Power consumption

- Transmission mode: 250mA (Max.)
- Receives mode: 250mA (Max.)
- Power saving mode: 100mA (Max.)

Multipath delay

125ns at 11Mbps, 250ns at 5.5Mbps

Output power

13-17dBm

Operation range

- Indoor: 35 ~100 meter @ 11Mbps (Estimated)

- Outdoor: 300 meter @ 11Mbps (Estimated)

Sensitivity

@PER <0.08
11Mbps < -84dBm
5.5Mbps < -86dBm
2Mbps < -88dBm
1Mbps < -90dBm

Operation system

Windows 98SE, Me, 2K, XP, and
XP 2" edition (subject to availability)
Windows CE (subject to availability)

Security

64-bit , 128-bit WEP encryption

Transfer data rate

11Mbps, 5.5Mbps, 2Mbps, 1Mbps , auto-rate
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Operation 0°C ~ 60°C

temperature range

Storage temperature | -20°C ~ 65°C

range

Humidity 5% ~90%

(non-condensing)

Warranty 1 year standard warranty, 3 years optional

EMC certificate

FCC Class B part 15.247 (USA)

IC RSS210 (Canada)

ETSI 300 328, ETSI300 826 (Europe)

ARIB STD-T66, RCR STD-33 (Japan, subject
to customer’s request)

Media access
protocol

CSMA/CA with ACK

LED indicator

WLAN LED: indicates networking activity

Flash: searches Access Point
Always light: Data transfer

Antenna

Alone device: single antenna

User friendly

1.1 meters USB cable to extend connection
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