Static Route Setup

CHAPTER 12
Static Route Setup

12.1 Introduction

Static routes in your Vigor router provide an effective and quick way to route data
from one subnet to different subnet without using the Routing Information Protocol
(RIP). Basically, a static route is a guiding path in the router to specify how the
router will get to a certain subnet by using a certain path. If you have many private
subnets behind the router, or you want to access another public subnet via an inside
router, you can configure the router to route IP packets to those inside IP networks
using 1st IP address/subnet mask fields on the LAN TCP/IP and DHCP Setup
page.

The router also has RIP (Routing Information Protocol) built-in by default. If the
neighbor routers have the same protocol, the RIP will be used for exchanging
routing information. Here, the Static Route Setup just provides a way to guide
specified IP packets through specified routers in a static manner. This chapter
shows you how to configure static routes within your Vigor routers. Use the

following setup link on the Setup Main Menu to configure the Static Route Setup.
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Advanced Setup > Static Route Setup

Advanced Setup

= Dynamic DNS Setup
= Call Schedule Setup

= NAT Setup

= RADIUS Setu
= Static Route Setup

a |P Filter/Firewall Setup

= YPH and Remote Access Setup
= UPHP Service Setup

= VLAN/Rate Control

12.2 Configuration

Add Static Routers to Inside Private and Public Networks

Assume the Internet access setup has been configured and the router worked
properly. You use the 1st subnet address 192.168.1.0/24 to surf the Internet and
also an internal private subnet 192.168.10.0/24 via an internal router (192.168.1.2/24)
and an internal public subnet 211.100.88.0/28 via an internal router (192.168.1.3/24).
Also, the router 192.168.1.1/24 is a default gateway for the router 192.168.1.2/24.

1. Click LAN TCP/IP and DHCP Setup, select RIP Protocol Control as 1st
Subnet, and then click OK button.

Note: To set RIP Protocol Control as 1st Subnet has two different meanings.
The first one is that the LAN interface could be exchanged RIP packets with
neighbor routers via 1st subnet (192.168.1.0/24). The second one is that those
inside private subnets (ex. 192.168.10.0/24) could be NATed by the router to the

Internet, but do IP routing for each other as well.
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&% = Basic Setup > Ethernet TCP/IP and DHCP Setup

LAN IP Network Configuration DHCP Server Configuration

For MAT Usage (®)Enable Server O Disable Server O Relay Agent
1st IP Address :|132.168.1.1 Start 1P Address - [192.168.1.10
B s ocs 550 IP Panl Counts . [a0

Mask

For IP Routing Usage @ O Enable & Disahle Gateway IP Address ;o [192.188.1.1

2nd 1P Address -|192.168.2.1 DHCP Server IP address

T — for Relay Agent :

T - |265.255 2560 DNS Server IP Address

[ 2nd Subnet DHCP Sever || Frimary [P address
Secondary [P Address

RIP Protocol

Contral |15t Subnet »

Copyright [o]2004, DrayTek Corp. All Rights Reserved.

2. Add a static route to the inside private subnet 192.168.10.0/24 via the
internal router 192.168.1.2/24. Click Static Route Setup > Index Number
to add a static route to destination subnet 192.168.10.0/24 as follows.

& = Advanced Setup > Static Route Setup

Index No. 1 &
Status/action: Active/Add b
Destination IP address: 192.165.10.0
Subnet Mask: 2552552550
Gateway IP Address: 192.168.1.2
Metwark Interface: LAN  »

Copyright (2] 2004, DrayTek Corp. Al Rights Reserved.
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3. Add a static route to the inside public subnet 211.100.88.0/28 via

192.168.1.3/24.

Index No. 2 "
Status/Aaction: | Active/Add b
Destination IP Address: 211.100.88.0
Subnet mMask: 2505266265240
Gateway [P Address: 192.168.1.3
Metwork Interface: LAM %

Copyright [c) 2004, DrayTek Corp. All Rights Reserved.

4. Click Static Route Setup > View Routing Table to verify the current

routing table.

Current Running Routing Tahle = agq:}
Fey: € - comnmected, 5 - static, R - RIF, * - default, ~ — private A
w o.0.0.0/ 0.0.0.0 via .'l":J..J.].:Jt-.E.LALI.J( IF3
c 192,168, 100.0/7 235.,299.255.0 iz directly connected, IF3
= 192.,168,10.0/ 255:255,255.0 via 192.166.1.2, IFD
i Cr 192.168.1.0/ 255.255.255.0 1= directly connected, IFO 4

211.100.288.0/ 255,255.255.240 wia 192.162.1.3, IFO

Lip]
]

Copyright (o) 2004, DrayTek Corp. Al Rights Reserwed.
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Delete or Deactivate a Static Route

1. Click Static Route Setup > Index Number which you want to delete.

2. Select Status/Action to Empty/Clear. Click OK button to delete the

route.

£ = Advanced Setup > Static Route Setup

Index No. 1 0=
Status/action: Empty/Clear %
Destination IP Address: 192.168.10.0
Subnet Mask: 2E5 255 25510
Gateway IP Address: 192.165.1.2
Metwark Interface: LAN »

Copyright (o] 2004, OrayTek Corp. All Rights Reserved.
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